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Polyglass VE/VEF

Polyglass 100

Polyglass PPA & PPV 

A modified epoxy vinyl ester
filled with flake glass.
Application:
Airless Spray/Brush 
Temperature limitation:

0Maximum 110 C immersed.
0160 C gaseous

Polyglass VE is used where
resistance to chemicals is of
particular importance, or where
aggressive chemical attack at
elevated temperatures is
prevalent.

Isophthalic polyester/acrylic
co-polymer filled with flake glass.
Application:
Airless Spray.
Temperature limitation:

0Maximum 60 C immersed.

Polyglass 100 is a low cost
version of the standard Polyglass
system, offering an ideal solution
for aggressive atmospheric
environments and immersed
conditions. Typical applications
include coastal steel work, splash
zones and other aqueous
conditions. Also used as a heavy
duty flooring compound.

Two-pack, air dried reactivation
flake glass primer/sealer based on
unsaturated polyester/vinyl ester
resins.

Used as a holding primer for
ferrous substrates prior to the
application of Polyglass VE. Also
performs well as a concrete
Primer.

Polyglass HA & HA VE Ecoflake
Two-pack, cold cured polyester A styrene-free polyester with very
or vinyl ester/acrylic co-polymer low VOC emissions, low shrinkage
flake glass. and for uses similar to standard
Application: Polyglass.
Brush or short-haired roller. Application: Airless Spray.
For use as a stripe coating to Temperature limitation:
spray grades of Polyglass. Maximum 90°C immersed.

Please note: All temperature limitations given are intended as guidelines only and will vary significantly 
according to service type and conditions. To ascertain the suitability of product for specific applications, 
full environmental data should be supplied to Kirloskar Corrocoat to allow detailed evaluation of the 
proposed duty.
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KIRLOSKAR CORROCOAT PRIVATE LIMITED
An ISO 9001: 2008 and ISO 14001: 2004 certified Company 
Regd. & Corporate Office: Udyog Bhavan, Tilak Road, Pune - 411 002 (India).
Phone: +91 (20) 2444 0770  Fax: +91 (20) 2444 0156  
E-mail: enquiry@kicopl.com  Website: www.kicopl.com

An ISO 9001: 2008 and ISO 14001: 2004 certified Company 
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